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Electrocutions.

Common causes of accidents involving powered access equipment.
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Falls from the platform.

Entrapment.

Hit by vehicle or object.4
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MEWP mechanical and technical failures.

Overturns.
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Electrocutions 
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IPAFs Targeted Safety Campaign for 2023 is High Voltage!  

The reason for producing guidance was because of a 
spike in electrocutions prior to 2021.

Accident data for 2022.



Falls From the Platform
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Falls From the Platform was IPAFs Targeted Safety Campaign for 
2022.

3-year period (2020 – 2022)

1-year period (2022)



Entrapment
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New guidance released on reducing trapping and crushing injuries.

The document has two parts. 

Part 1 – Planning and risk assessing work with MEWPs.

Part 2 – Is aimed at those supervising MEWPs 
and those responsible for rescuing persons 
trapped or crushed in a MEWP platform.



Hit by vehicle or object
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Capturing accident data.

Accident data for 2022.

Planning is key.



MEWP mechanical & technical failures
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Webinar held on 14/12/2022. 

Accident data for 3-year period (2020-2022). 

Accident data for 2022.



Overturns

Planning.

Accident data for the 3-year period (2020-2022).

Identifiable hazards.
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High Voltage! 

IPAFs Targeted 
Safety Campaign 
2023.
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The Safe Use of MEWPs in the Vicinity of Power 
lines.
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10-year period (2013-2022) there were 156 reports from 13 
countries. 161 people involved in these incidents and 133 fatalities.

3-year period (2020-2022) there were 69 reports from 10 
countries. There were 71 people involved and 58 
fatalities.

In 2022 there were 18 reports from 3 countries. 
There were 18 people involved and 15 fatalities.



The difference between 
EN280-1 conformance 
and certification of CE 
approval?



Conformance and Compliance – What’s the 
difference?
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Conformance is meeting the requirements of the Standard 
(EN280-1).

Compliance is meeting the requirements of the 
Regulation by Conforming with the requirements of the 
Standard.

You should follow the requirements of the 
Standard to comply with the Regulation (law).



What is EN280-1?

EN280-1 is the European design/safety standard for Mobile 
Elevating Work Platforms (MEWPs).

EN280-1 sets the safety requirements and test methods 
for the design, construction, and maintenance of MEWPs.

Meeting the requirements of EN280-1 ensures 
conformity to the essential health and safety 
requirements of the EU Machinery Directive 
which will become the Machinery Regulation.
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CE Marking
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The CE marking indicates compliance with European Union (EU) product 
safety regulations.

It is a declaration by the manufacturer that the MEWP meets the 
requirements of European (EU) directives.

The CE mark is mandatory for certain products sold within 
the European Economic Area (EEA).

Soon to be replaced with UKCA (UK Conformity 
Assessed) in the United Kingdom in 2023, and the 
EU Machinery Regulations in 2027.



The supplier/manufacturer must also draft and sign an EU 
Declaration of Conformity which will need to be supplied 
with the MEWP once it is delivered/sold.

What is a Certificate of CE Approval? 

MEWP manufacturers can assess their own product (self-certification), but 
they must supply a technical file. 

Manufacturers may need to involve a Notified Body for the 
assessment. The Notified Body will need to develop a technical file 
documenting conformity to the standard. 

MEWPs fitted with the CE mark can be sold 
anywhere in the European Economic Area (EEA).
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Manufacturers responsibilities
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Identify the applicable standard (EN280-1) and verify product specific 
requirements.

Identify whether an independent conformity assessment by a 
notified body is necessary.

Test and check the product to the requirements of EN280-
1.

Draw up and keep available the required technical 
documentation (file). Affix the CE marking and draw 
up the EC Declaration of Conformity.



The major differences 
between the new ANSI 
92.20 Standard and EN-
280-1. 



ANSI (American National Standards Institute).
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ANSI 92.20 is the USA Design Standard for MEWPs

ANSI 92.22 is the USA Safe Use Standard for MEWPs.

ANSI 92.24 is the USA Training Standard for 
MEWPs.



Description ANSI 92.20 EN280

1.0 Using the drive/travel controls the same 

time as using the elevating structure.

2.0 Fall arrest anchorage points and stability 

testing (Group B type MEWPs).

3.0 Hour meter to be fitted.

4.0 Lowering/descent delay of 3 seconds.

5.0 Maximum allowable concentrated force 

on guardrails. 
1340 Newtons 500 Newtons

6.0 Extending structure speeds. 0.8m/s 0.4m/s

The Major differences between new ANSI 92.20 and EN-280-1.
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Description ANSI 92.20 EN280-1

7.0 Strength requirements for harness 

anchorage points.

Fall arrest 

tested to 

16kN, fall 

restraint 

tested to 3kN.

All anchorage 

points are 

tested to 6kN.

8.0 Access ladders to be fitted if the height 

above the ground is: -
500mm 400mm

9.0 The fitting of “grab rails” (type B MEWPs).

10.0 Protection against sustained involuntary 

operation of the work platform controls.

11.0 Fall arrest overturning test (if fitted with 

fall arrest anchorage points).

12.0 The use of computational fluid dynamics 

(CFD) for modelling wind loads.

The Major differences between new ANSI 92.20 and EN-280-1 continued.
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Thank you.
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